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Dane County 2023 – 2024 Snowmobile Trail Aids Grant Request 
Priority Project List Ranking for Dane County 

 
 
  
1. New Bridge over Badger Mill Creek on Dane County Park property 

 
Dane County purchased this property in the fall of 2020. Dane County Land & Water Resources 
Department is planning a streambank restoration project and conversion of croplands to prairie to 
reduce the amount of runoff into the Badger Mill Creek and the Sugar River, providing groundwater 
protection and improved water quality. As part of the streambank restoration project, the culverts will 
be removed. New snowmobile bridge is needed to maintain this critical snowmobile trail crossing over 
of the Badger Mill Creek. 
 
2. New Trail Miles Providing a Connection to Columbia County 

 
Trail 31 connects state corridor 11 in Columbia County with state corridors 15 and 36 in Dane County. 
This trail provides direct access between Dane and Columbia Counties. 
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Exis ng Culverts Crossing Badger Mill Creek, Dane County Inventory #40 



Proposed new bridge loca on
Dane 40



Dane County Snowmobile Trail New Bridge Application Map 
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FOR THE BRIDGE TO MEET THE WDNR REQUIREMENT OF
5'-0" ABOVE THE ORDINARY HIGH WATER MARK, THE
ADDITION OF STEEL RISERS MAY BE NEEDED WITH A
BOARDWALK APPROACH TO THE BRIDGE. SEE:
ELEVATED BANK APPROACH ALTERNATIVE

BRIDGE, BOARDWALK APPROACH (IF NECESSARY) AND
GRAVEL APPROACHES MUST MEET THE REQUIREMENTS
OF THE AMERICANS WITH DISABILITIES ACT (ADA)

BRIDGE APPROACH ALTERNATIVES:
AT GRADE BANK APPROACH OR ELEVATED BANK APPROACH

NOTE:

NOTES:
GENERAL NOTES:

1. DANE COUNTY IS NOT RESPONSIBLE FOR CONSTRUCTION MEANS OR METHODS OR FOR SUPERVISION OF CONSTRUCTION

2. ALL DIMENSIONS SHALL BE FIELD VERIFIED BY CONTRACTOR PRIOR TO BRIDGE FABRICATION. ANY DIMENSIONAL DISCREPANCIES ARE TO BE BROUGHT TO THE
ATTENTION OF THE DANE COUNTY PUBLIC WORKS ENGINEERING DIVISION PRIOR TO PROCEEDING WITH FABRICATION OF THE BRIDGE. FINAL PLANS AND SPECIFICATIONS
SHALL BE STAMPED ENGINEERING DRAWINGS APPROVED BY A WISCONSIN REGISTERED STRUCTURAL ENGINEER OR PREVIOUSLY APPROVED DRAWINGS.

3. ALL WORK IS TO BE PERFORMED IN A SAFE AND WORKMAN-LIKE MANNER IN COMPLIANCE WITH THE FEDERAL OCCUPATIONAL SAFETY AND HEALTH ACT (OSHA) AND
ALL STATE OF WISCONSIN BUILDING CODES AND ZONING ORDINANCES AS THEY MAY PERTAIN TO THIS PROJECT. THE CONTRACTOR MUST COMPLY WITH ALL WISCONSIN
DEPARTMENT OF NATURAL RESOURCES (WDNR) AND ARMY CORPS OF ENGINEERS RULES AND REGULATIONS ASSOCIATED WITH CROSSING WATERWAYS. DANE COUNTY
PARKS DIVISION WILL SECURE ALL NECESSARY WATER REGULATORY PERMITS AND APPROVALS FROM THE WISCONSIN DNR AND ARMY CORPS OF ENGINEERS AND DANE
COUNTY PRIOR TO CONSTRUCTION. CONTRACTOR MUST ADHERE TO THE WDNR CHAPTER 30 PERMIT AND THE DANE COUNTY SHORELAND EROSION CONTROL PERMIT
REQUIREMENTS WHILE COMPLETING THE CONSTRUCTION OF THE BRIDGE.

4. THE CONTRACTOR IS RESPONSIBLE FOR ALL TEMPORARY BRACING DURING HANDLING AND ERECTION OF THE BRIDGE.

SITE WORK:

1. CONTRACTOR IS TO PROVIDE FINAL BRIDGE DESIGN WITH NECESSARY APPROACHES AND STRUCTURAL ELEMENTS FOR APPROVAL BY DANE COUNTY PARKS.

2. THE CONTRACTOR IS TO VERIFY ALL CONDITIONS AT THE SITE, PARTICULARLY THE LOCATION OF ANY UNDERGROUND UTILITIES BEFORE EXCAVATION. ANY
DISCREPANCIES ARE TO BE BROUGHT TO THE ATTENTION OF DANE COUNTY PUBLIC WORKS ENGINEERING DIVISION.

3. THE CONTRACTOR IS RESPONSIBLE FOR SOIL COMPACTION TESTING AND FOR PROVIDING A BRIDGE DESIGN TO MEET THE SOIL TYPE.

4. THE BEARING ELEVATION OF THE BRIDGE SHALL BE SET AT AN ELEVATION SUCH THAT THE MINIMUM BOTTOM CHORD ELEVATION OF THE BRIDGE SHALL BE 5'-0" ABOVE
THE ORDINARY HIGH WATER MARK . THE ORDINARY HIGH WATER MARK IS THE POINT ON THE BANK OR SHORE UP TO WHICH THE PRESENCE AND ACTION OF THE WATER
IS SO CONTINUOUS AS TO LEAVE A DISTINCT MARK EITHER BY EROSION, DESTRUCTION OR TERRESTRIAL (LAND) VEGETATION, OR OTHER EASILY RECOGNIZED
CHARACTERISTIC.







  

111 Willow Street
Colfax, WI 54730

(715) 962-2800
FAX: (715) 962-2801

PROPOSAL

April 11, 2023

To:  Dane County Snowmobile Trail Administrator

Re:  Badger Mill Creek Snowmobile Bridge Budget

1 - 70’ x 12’ (clear width) arched steel truss bridge
Design Standards:  AASHTO
Diagonals per Panel:  1
Clear width:  Inside face structural elements at deck level
End Vertical:  Square
Bearings:  Equal Elevations
Steel Grade:  A588/A847 (Unpainted self-weathering)
Deck:  #1 Southern Yellow Pine (.40 MCA)
Safety Rails: Horizontal (4” opening)
Installation:  Steel piling abutments
Loads:  85 psf live load - 35 psf wind load – 25,000 lbs. vehicle load
FOB:  Dane County, WI
Engineered Drawings State Seal:  Wisconsin

Price----------------------------------------------------------------------------------------------------------------------$100,000
Structure (Steel Truss) $74,000
Engineering $4,000
Soil Testing $0
Site Prep $5,000
Abutments $10,000
Labor $5,000
Rip Rap $2,000

********This price is for budgetary purposes only********

Please call with any questions.

Thank you,

Kory S. Weathers



Custom Manufacturing, Inc.
606 Delco Drive, P.O. Box 279

                         Clinton, WI  53525 6250
                608-676-2282 Fax: 608-676-2283 Please Indicate The Above Number When Ordering

                      tina@custommfginc.com

To: Dane County Parks Department
4318 Robertson Rd
Madison, WI  53718

Estimated Ship Date
8 – 12 weeks

Shipped VIA
Best way

F.O.B
Clinton, WI

Terms
Net 30 

1

Description

2023 GRANT APPLICATION ESTIMATE
Rhiner Bridge

40’ Arched Bridge w/ 2 – 20’ Approaches 
( 80’ total)  - 12’ Wide - 25,000# Load
Double Decked - 42” Horizontal Railing –
Hardware On 2 sets of Galvanized Riser Pans

Stamped Engineered Drawings
Installation & Site Preparation 
Equipment Rental 
Delivery Charges                                

Total

Above prices do not include sales tax or any 
necessary permits.

Bridge kit includes all Steel I-Beams and 
Crossmembers, which are predrilled and have a 
red oxide primer finish, MCA Southern Yellow 
Pine treated lumber and all hardware.
All lumber is Pre Stained.

Bridge Kit Meets - WI DNR Guidelines –
25,000# Load

Price

$ 87,900.00

3,000.00
8,500.00
2,000.00

900.00

Total

$ 102,300.00

We are pleased to submit the above quotation for your consideration.  Should you place an order, be assured it will receive our 
prompt attention.  This quotation is valid for __30_ days.  Thereafter it is subject to change without notice.

BY: ___________________________        ACCEPTED: _____________________             DATE: _____________

Date: April 8, 2023 Salesperson: Tina Forrest

Inquiry Date: Inquiry Number

q

_____________________




